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PCB Power Relay – G2RL

Next-generation PCB Relay
Available in 24 Models
■ ROHS compliant.

■ Low profile: 15.7 mm max. in height.

■ Conforms to EN 61810-1, UL508 and
CSA22.2.

■ Meets VDE0700 requirements for household
products according to VDE0110.

■ Clearance and creepage distance: 8mm/8mm.

■ Tracking distance: CT>250
(Both standard and class F type).

■ UL 1446 Class F Coil Insulation system
available.

■ High sensitivity: 400 mW
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■ Contact Ratings
Number of poles 1 pole 2 poles

Load Resistive load (cosφ = 1) Resistive load (cosφ = 1)

Rated load 12 A (16 A) at 250 VAC 8 A at 250 VAC
12 A (16 A) at 24 VDC 8 A at 30 VDC
(See note 2.) (See note 2.)

Contact material AgSnIn AgSnIn

Rated carry current 12 A (16 A) 8 A (70ºC)/5 A (85ºC)
(See note 2.) (See note 2.)

Max. switching voltage 440 VAC, 300 VDC

Max. switching current 12 A (16 A) 8 A

Max. switching power 3,000 VA (4,000 VA) 2,000 VA

Note: 1. Values in parentheses are those for the high-capacity model.
2. Contact your OMRON representative for the ratings on fully sealed models.
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EN 61810-1 (VDE 0435) (Licence No. 119650)
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