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Electrical Specifications

Accuracy: t(a % of rdg + b digits), guarantee for 1 year.
Operating Temperature: 23°C+5C
Relative Humidity: <75%

AC Voltage Measurement

. Accuracy .
Range Resolution 50Hz ~60Hz 60Hz ~ 1kHz Input Protection
6.000V mV o
60.00V | 10mV £ (1%+3) *(2%+3) 1000V =
600.0V 100mV £ (2%+6) ~
1000V 1V + (2%+3) e
Remarks:

® Input Impedance: =10MQ
® Displays effective value of sine wave
® Frequency Response: 50Hz~1kHz
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DC Voltage Measurement

Range Resolution Accuracy Input Protection
6.000V 1mV
60.00V 10mV o —
500.0V 100mV 1 (0.3%+4) 1000V ==
1000V 1V

Remark:

® Input Impedance: =10MQ

DC Millivolts Measurement
Range Resolution Accuracy Input Protection
60.00mV 10uV o
600.0mV 1000V *(0.4%+4) 600Vp

Remark:

® Input Impedance: =4000MQ

AC Current Measurement
Range Resolution Accuracy Input Protection
60.00mA 10uA o
600.0mA 100pA 1 (1.5%+2) Fuse, Fast, 1A, 240V
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Remark:

® Displays True RMS value.

® Frequency Response 50Hz ~ 1kHz
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DC Current Measurement
Range Resolution Accuracy Input Protection
60.00mA 10pA 1 (1.0%+2) Fuse, Fast, 1A, 240V
600.0mA 100uA

Ohms Measurement

Range Resolution Accuracy Input Protection
600.0Q 0.1Q

6.000kQ 10

60.00kQ 10Q 1 (0.9%+2)

600.0k02 1000 600vp
6.000MQ 1kQ

40.00MQ 10kQ 1 (1.5%+3)
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Capacitance Measurement

Range |Resolution| Accuracy | Input Protection
10.00nF | 10pF

100.0nF | 100pF

1000nF | 1nF *(3%+5) 600Vp
10.00uF | 10nF

100.0pF | 100nF

Diode Test

® Resolution: TmV

® Input Protection: 500Vp

® Open circuit voltage:  around 3V

o

Display approximate forward voltage drop nearest value.

Continuity Test

Continuity Indication:
Open Circuit Voltage:
Input Protection:
Resolution:

0.1Q

Continuous audible tone for test resistance below 30Q.
around 3V
500Vp
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Temperature Measurement (UT532 and UT533 only)

Range Resolution Accuracy Input Protection
oM o o 0,

-40°C 537°C 1°C (1 f)+10) 600Vp

-40°F ~998°T 2°T t (1%+18)

Frequency Measurement

® AtmV<: Range
Range Resolution Accuracy Input Protection
60.00Hz 0.01Hz
600.0Hz 0.1Hz
6.000kHz 1Hz o
60.00kHz 10Hz *(0-1%+3) 600Vp
600.0kHz 100Hz
1.000MHz 1kHz
Remark:

® Input Sensitivity:
<When 100kHz: <100mV rms
= 30mV rms
>When 100kHz: =100mV rms
<30V rms
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® At DCV/ACV Range

Range

Accuracy

Input Protection

10Hz~100kHz

1 (0.1%+3)

600Vp

Remark:
® Input amplitude:

= 600mV rms

Insulation Specifications

® UT531
Testing Voltages Measurement Range Resolution Accuracy
500V 0.5MQ ~99.9MQ 0.1MQ
0% to 20% ~
(0% ) 100MQ ~ 500MQ 1MQ + (3%+5)
1000V 4.0MQ ~ 99.9MQ 0.1MQ
(0% to 20%) 100MQ ~ 600MQ 1MQ
Remark:

® Short-Circuit Test Current less than 2.0mA
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® UT532
Testing Voltages Measurement Range Resolution Accuracy
250V 0.2MQ ~ 99.9MQ 0.1MQ
(0% to 10%) 100MQ ~ 250MQ 1MQ
500V 0.5MQ ~ 99.9MQ 0.1MQ 0
(0% to 20%) 100MQ ~ 500MQ 1MQ +(3%+5)
1000V 4.0MQ ~ 99.9MQ 0.1MQ
o o 100MQ ~ 999MQ 1MQ
(0% to 20%) =
1.00MQ ~ 2.00GQ 10MQ * (5%+5)
Remark:

® Short-Circuit Test Current less than 2.0mA
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® UT533
Testing Voltages Measurement Range Resolution Accuracy
50V
(0% to 10%) 0.1MQ ~ 50.0MQ 0.1MQ
100V
(0% to 10%) 0.1~100.0MQ 0.1MQ
250V 0.2MQ ~ 99.9MQ 0.1MQ .
(0% to 10%) 100MQ ~ 250MQ 1MQ £ (3%+5)
500V 0.5MQ ~ 99.9MQ 0.1MQ
(0% to 20%) 100MQ ~ 500MQ 1MQ

4.0MQ ~ 99.9MQ 0.1MQ
zgcgot\é 20%) 100MQ ~ 999MQ 1MQ

1.00GQ ~ 2.00GQ 10MQ + (5%+5)
Remark:

®  Short-Circuit Test Current less than 2.0mA

* END *%
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Manufacturer:

Uni-Trend Technology (China) Limited

No 6, Gong Ye Bei 1st Road

Songshan Lake National High-Tech Industrial
Development Zone, Dongguan City
Guangdong Province

China

Postal Code:523 808

Headquarters:

Uni-Trend Group Limited
Rm901, 9/F, Nanyang Plaza
57 Hung To Road

Kwun Tong

Kowloon, Hong Kong

Tel: (852) 2950 9168

Fax: (852) 2950 9303
Email: info@uni-trend.com
http://www.uni-trend.com
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